






Appendix B

Figure B.30: Seismic section of OBS 40 (hydrophone channel) with a bandpass filter of
4-13.5 Hz (upper panel). A reduction velocity of 8 km/s is applied to the travel time. In the
middle panel, picked phases are shown as error bars. Refracted arrivals are plotted in red,
reflected arrivals in green. Modelled arrivals are displayed as black lines. Lower panel shows
the modelled ray paths for the picks presented in the middle panel.
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Appendix B

Figure B.31: Seismic section of OBS 41 (hydrophone channel) with a bandpass filter of
4-13.5 Hz (upper panel). A reduction velocity of 8 km/s is applied to the travel time. In the
middle panel, picked phases are shown as error bars. Refracted arrivals are plotted in red,
reflected arrivals in green. Modelled arrivals are displayed as black lines. Lower panel shows
the modelled ray paths for the picks presented in the middle panel.
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Appendix B

Figure B.36: Seismic section of OBS 47 (hydrophone channel) with a bandpass filter of
4-13.5 Hz (upper panel). A reduction velocity of 8 km/s is applied to the travel time. In the
middle panel, picked phases are shown as error bars. Refracted arrivals are plotted in red,
reflected arrivals in green. Modelled arrivals are displayed as black lines. Lower panel shows
the modelled ray paths for the picks presented in the middle panel.
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